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This page is intended to record all changes to this Technical Note document.

Changes or additions to this document will be itemised with a brief description and date when the 
amendments were made.
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TECHNICAL NOTE

1. Stillage

Acrow offers a range of stillages for storing and transporting its wide range of scaffold and
formwork components.

Acrow’s stillages are classified into two groups: Open and Enclosed Stillages.

OPEN STILLAGES

Size 1200x900
(actual size 1220x914x670mm) Size 1200x900

(actual size 1220x914x670mm)

Features Horizontal Members: RHS 76x38x4mm Features Horizontal Members: CHS Ø48.3x4mm

WLL 1400Kg WLL 1400Kg

Product Code SSMK2 Product Code SSMK2

Sizew 900x900
(actual size 878x878x670mm) Size 900x900

(actual size 870x870x700mm)

Features Horizontal Members: CHS Ø48.3x4mm Features Horizontal Members: CHS Ø48.3x4mm

WLL 1200Kg WLL 1200Kg

Product Code MP Product Code MP
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1. Stillage

ENCLOSED STILLAGES

Size 900x900
(Actual size 870x870x700mm) Size 1200x900

(Actual size 1220x914x670mm)

Features Fully Enclosed Non Removable Sides Features Fully Enclosed With Removable Sides

WLL 500Kg WLL 500Kg

Product Code MEP Product Code APSS

Size 1200x900
(Actual size 1220x914x835mm) Size 1700x880

(Actual size 1700x880x700mm)

Features Fully Enclosed Non Removable Sides Features Side Enclosure Only, Removable and 
Collapsible

WLL 1000Kg WLL 2000Kg

Product Code SPEGAL Product Code 1870144
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1. Stillage

Detachable Mesh Panels

Modular detachable mesh sides (Panels) and bases are designed to be inserted into the 1200x900 Type SP 
and 900x900 Type MP stillages, converting these stillages into cage (enclosed) stillages.

OPEN STILLAGES

Size 1200x900
(Actual size 1220x914x670mm) Size 1200x900

(Actual size 1220x914x670mm)

Features Horizontal Members: RHS 76x38x4mm Features Horizontal Members: CHS Ø48.3x4mm

WLL 800Kg WLL 800Kg

Product Codes Product Codes

STIL914 Stillage Panel 914 and 878 STIL914 Stillage Panel 914 and 878

STIL1200 Stillage Panel 1200 STILBM2 Stillage Panel Bottom Mesh Type

STILBM1 Stillage Panel Bottom Mesh Type 1 STILBM2 Stillage Panel Bottom Mesh Type 

It is important to:

•	 Maintain the WLL (Working Load Limit) of these cage stillages at 800kg.
•	 Ensure that these stillages, side, and bottom mesh are defect-free.
•	 Do not overpack the cage stillages. Components must be stored below the top surface of the mesh 

enclosure.
•	 Wrap the top of these stillages for further securing components in these cages. Uncovered or unwrapped 

components are prone to bouncing during a trip.
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1. Stillage

Enclosed Pallet Cover

The enclosed pallet cover is used in conjunction with an Acrow Mesh Enclosed Pallet to keep goods 
contained within during transport to/ from and around site 

ENCLOSED PALLET COVER

Size Enclosed Pallet Cover for 900x900 
enclosed mesh stillage

Features Removable Cover

WLL 500Kg

Product Code SPLID

The enclosed pallet cover must:

•	 Sit inside all 4 legs of the stillage to prevent sliding.
•	 The cover must sit flat on all 4 horizontal top members and be in contact with all sides
•	 The cover is to be secured with a 1000kg ratchet strap over the top and fully around the Mesh Enclosed 

Pallet as per the image below. Place strap central over cover. Ensure strap is in good working condition.
•	 Items are not to be placed or transported on top of the cover.
•	 Mesh enclosed pallet Working Load Limit must not be exceeded.

Refer to “ACROW SCAFFOLD STILLAGE Transport and Manual Handling” document for further information.



NEW SOUTH WALES

National Head Office
Formwork & Scaffold
2a Mavis Street
Revesby NSW 2212
P: 	 02 9780 6500
F:	 02 9780 6499
E:	 info@acrow.com.au

Sydney
Screens Head Office
13-15 Vallance Street
St Marys NSW 2760
P: 	 02 9219 1566

QUEENSLAND

Brisbane
Formwork & Scaffold
280 Bilsen Road
Geebung QLD 4034
P: 	 07 3265 2266
F:	 07 3865 0277

Beenleigh
Screens & Formwork
2 Morrison Lane
Beenleigh QLD 4207
P: 	 07 3807 9800

Beenleigh
Industrial Scaffold
22a Spanns Road
Beenleigh QLD 4207
P: 	 07 3442 4000

Gladstone
Industrial Scaffold
48 Chapple Street
Gladstone QLD 4680
P: 	 07 4972 3200

Mackay
Industrial Scaffold
247 Boundary Road E
Paget Mackay QLD 4740
P: 	 07 4952 1966

Townsville
Industrial Scaffold
8-12 Webb Drive
Mount St John QLD 4818
P: 	 1300 11 22 47

TASMANIA

Hobart
Formwork & Scaffold
93 Lampton Avenue
Moonah TAS 7009
P: 	 03 6277 1212
F:	 03 6277 1290

Launceston
Formwork & Scaffold
65 Boland Street
Launceston TAS 7250
P: 	 03 6324 8282
F:	 03 6324 8250

LOCATIONS

VICTORIA

Melbourne
Formwork, Scaffold & Screens 
1651-1657 Centre Road
Springvale VIC 3171
P: 	 03 9582 2777
F:	 03 9582 2790

WESTERN AUSTRALIA

Perth
Formwork & Scaffold
11 Jackson Street
Bassendean WA 6054
P: 	 08 9373 7200
F:	 08 9379 3488

SOUTH AUSTRALIA

Adelaide
Formwork & Scaffold
26 Circuit Drive
Hendon SA 5014
P: 	 08 8359 9700
F:	 08 8359 1366



Contact

www.acrow.com.au

Phone: 1300 138 362


